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Abstract (en)
A blade arrangement (1) has a rotor and several blades arranged around the periphery of the rotor in a crown. Between two directly adjacent blades
at least two damping elements (5,7) are provided and during rotor rotation around an axis, adjacent damping elements make contact between them
as caused by the centrifugal force acting in a radial direction, and one of the damping elements makes contact with one of the two blades and the
other of the two damping elements (7,5) makes contact with the other blade. Two of the contacts are flat and one of the contacts is linear.

Abstract (de)
Die Erfindung betrifft eine Schaufelanordnung (1), mit einem Rotor und mehreren am Umfang des Rotors angeordneten Schaufeln (17),
wobei zwischen den Schaufeln (17) wenigstens eines Schaufelpaares, das aus zwei benachbarten Schaufeln (17) gebildet ist, mehrere
Dämpfungselemente (5, 7) in Umfangsrichtung des Rotors hintereinander angeordnet sind, und wobei benachbarte Dämpfungselemente (5, 7)
bei einer Rotation des Rotors um eine Rotorachse durch eine in radialer Richtung wirkende Zentrifugalkraft in Kontakt treten, und wobei ferner die
Dämpfungselemente (5, 7) derart ausgebildet und in Umfangsrichtung des Rotors hintereinander angeordnet sind, dass der Kontakt ein flächiger
Kontakt (15) ist. Die Erfindung betrifft ferner ein Verfahren zur Vibrationsdämpfung einer Schaufelanordnung.
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