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Abstract (en)
A sheet handling system, especially for stencil punching and embossing has the sheets taken from a supply stack and passed through the process
stages and returned to an output stack. Each process stage is fitted with a retarder (20) which holds the sheets via suction. The improvement
describes a cleaning process for the suction holes/slots using compressed air periodically directed through the suction holes.

Abstract (de)
Die Erfindung betrifft eine Bogenbearbeitungsmaschine, insbesondere eine Bogenstanz-und -prägemaschine, mit mindestens einer
Bearbeitungsstation und einem Ausleger, einem Transportsystem zur Bogenführung und einer sich im Ausleger und / oder in einer
Bearbeitungsstation befindlichen pneumatischen Bogenbrems- und -streckvorrichtung. Diese befindet sich in einer Ebene parallel und in
unmittelbarer Nähe zur Bogenförderebene und besitzt auf die Bogenförderebene gerichtete Saugöffnungen, an welchen ein Unterdruck herrscht.
Der Unterdruck wird durch Unterdruckerzeuger erzeugt, die über mindestens einen Anschluss (A) mit Blasluft beaufschlagt werden, und der
Unterdruck wird durch ein Saugluftkanalsystem an die Saugöffnungen übertragen. Des Weiteren besitzt die Bogenbrems- und -streckvorrichtung
eine pneumatische Einrichtung zu ihrer Reinigung.
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