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Abstract (en)
The cultivation compressor has an upper part (12) for coupling on an excavator arm and a lower part (14) with an unbalance generator. A connecting
device (62) connects the upper part with the lower part in elastic moving direction. A fixed connecting arm (52) is arranged on the lower part
extending upto the upper part. The fixed connecting arm is connected with the upper part by another connecting device (70) at a height, which lies in
vertical operating position at a distance (D) over the former connecting device.

Abstract (de)
Ein Anbauverdichter (10) umfasst ein Oberteil (12) zum Ankuppeln an einen Baggerarm und ein Unterteil (14) mit einem Unwuchterzeuger
(18). Weiter ist mindestens eine erste Verbindungseinrichtung (62) vorgesehen, die das Oberteil (12) mit dem Unterteil (14) mindestens in einer
Richtung elastisch beweglich verbindet. Es wird vorgeschlagen, dass an dem Unterteil (14) mindestens ein sich zum Oberteil (12) hin erstreckender
Verbindungsarm (52) starr angeordnet ist, der mit dem Oberteil (12) mittels einer zweiten Verbindungseinrichtung (70) auf einer Höhe elastisch
verbunden ist, die in vertikaler Betriebslage um eine Distanz (D) oberhalb der ersten Verbindungseinrichtung (62) liegt.
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