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Abstract (en)
The rail extension device (4,5) has a rail that is moved relative to another rail and has a magnet arrangement for fixing end position of the former rail
relative to the latter rail. One end of the latter rail is assigned a magnet of one polarity and another magnet of another polarity is arranged on a rear
end of the former rail. The magnet of the former rail hangs in contactless manner from the fixed end position opposite to the magnet of the latter rail.

Abstract (de)
Die Erfindung betrifft eine Schienenauszugsvorrichtung mit zumindest einer ersten Schiene (41, 42, 43), welche relativ zu einer zweiten Schiene
(41, 42, 43) bewegbar ist, und mit einer Magnetanordnung (6, 7, 8; 9a, 9b) zur Endlagenfixierung der ersten Schiene (41, 42, 43) relativ zur
zweiten Schiene (41, 42, 43), wobei beiden Enden (42a, 42b; 41 a) der zweiten Schiene (41, 42, 43) jeweils ein Magnet (6, 7, 8, 9a, 9b) einer
ersten Polarität zugeordnet ist, und an einem hinteren Ende (42a, 42, 41 a) der ersten Schiene (41, 42, 43) ein weiterer Magnet (6, 7, 8, 9a, 9b)
einer zweiten Polarität angeordnet ist, und der Magnet (6, 7, 8, 9a, 9b) der ersten Schiene (41, 42, 43) abhängig von der zu fixierenden Endlage
berührungslos einem der Magnete (6, 7, 8, 9a, 9b) der zweiten Schiene (41, 42, 43) gegenüberliegend positioniert ist. Die Erfindung betrifft auch
eine Muffel für einen Backofen mit einer derartigen Schienenauszugsvorrichtung.
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