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Abstract (en)
An insulator (1) has built-on protective clips (3). An ionizing wire (2) has a clip-on weight (6). There are shock-absorbing legs (4) for automatic fixing
and centering in a chimney (9). A high-voltage cable (7) links a high-voltage unit to the ionizing wire. An electrostatic fine-dust filter can be pushed
into the chimney from above at the end of the chimney, or from below through a chimney-cleaning opening (10).

Abstract (de)
Elektrostatischer Feinstaubfilter nach dem Prinzip der elektrostatischen Partikelabscheidung, gebaut für den einfachen Einbau in neue oder
bestehende Kamine von Holzfeuerungsanlagen wie Cheminee, Chemineeofen, Kaminofen, Kachelofen oder Pelletofen, sowie in andere
mit Feinstaub belastete Abluftkamine, bestehend aus einem Isolator (1) mit angebauten Abschirmbügeln (3), einem Ionisationsdraht (2) mit
Streckgewicht.(6), und Federbeinen (4) für die automatische Fixierung und Zentrierung im Kaminrohr (9). Ein Hochspannungskabel (7) verbindet
die Hochspannungseinheit mit dem Ionisationsdraht (2). Der elektrostatische Feinstaubfilter ist von oben am Kaminende, oder von unten
durch die Kaminreinigungs-Öffnung (10) in das Kaminrohr (9) einschiebbar. Mit diesem elektrostatischen Feinstaubfilter wird der Rauch von
Holzfeuerungsanlagen, sowie von anderen mit Feinstaub belasteten Betriebseinrichtungen, in grossem Masse vom Feinstaub und den Russpartikeln
entlastet und damit der Ausstoss von Schadstoffen in die Umwelt massiv reduziert.
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