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Abstract (en)
The electrical connecting device has a stationary housing (1) and a rotatable housing (2). The rotatable housing carries a terminal unit (3) and
surround a spirally wound flexible electric wire connected terminally to the terminal units and guided in a direction-changing loop (11) within the
housing. An additional, spirally wound flexible electric wire is connected to the terminal units and guided in a direction-reversing loop within the
housing.

Abstract (de)
Eine elektrische Verbindungseinrichtung, insbesondere zur Anordnung zwischen Lenkrad und Lenkstockschaltermodul eines Kraftfahrzeuges,
umfasst ein feststehendes Gehäuseteil (1) und ein dazu verdrehbares Gehäuseteil (2), die jeweils eine Anschlusseinheit (3) tragen und mindestens
einen spiralförmig aufgewickelten, jeweils endseitig mit den Anschlusseinheiten (3) verbundenen flexiblen elektrischen Leiter (7) umschließen, der
in einer richtungsumkehrenden Schleife (11) innerhalb des Gehäuses geführt ist. Es ist mindestens ein weiterer spiralförmig aufgewickelter, flexibler
elektrischer Leiter (8, 9, 10) vorgesehen, der mit den Anschlusseinheiten (3) verbunden ist und der in einer richtungsumkehrenden Schleife (11)
innerhalb des Gehäuses geführt ist.
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