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Abstract (en)
[origin: WO2007113036A1] The fuel injection device for an internal combustion engine comprises at least one high-pressure line (20) through which
the fuel is guided to at least one injector (16). Said high-pressure line (20) comprises an opening (22) on the periphery thereof for connecting to
the injector (16), which is in direct contact with an inlet bore (30) which extends into a housing (24) of the injector (16). A receiving element (26) is
provided on the housing (24) of the injector (16), in which the high-pressure line is introduced in a transversal manner in relation to the longitudinal
extension thereof and the high-pressure line (20) can be fixed by means of a clamping element (38) which is secured to the housing (24) of the
injector (16) in the receiving element such that the crossing from the opening (22) of the high-pressure line to the mouth of the inlet bore (30) in the
receiving element (26) is sealed.

IPC 8 full level
F02M 55/00 (2006.01); F02M 55/02 (2006.01)

CPC (source: EP)
F02M 55/005 (2013.01); F02M 55/025 (2013.01)

Designated contracting state (EPC)
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HU IE IS IT LI LT LU LV MC NL PL PT RO SE SI SK TR

DOCDB simple family (publication)
DE 102006014771 A1 20071011; EP 2004985 A1 20081224; EP 2004985 B1 20150408; WO 2007113036 A1 20071011

DOCDB simple family (application)
DE 102006014771 A 20060330; EP 07704539 A 20070213; EP 2007051363 W 20070213

https://worldwide.espacenet.com/patent/search?q=pn%3DEP2004985B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP07704539&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F02M0055000000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F02M0055020000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F02M55/005
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F02M55/025

