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Abstract (en)
Method for opening and dosing fibrous material comprises working the fibrous material in a dosing opener (D) in a first opener stage and feeding to
an injection shaft of a second opener stage without intermediate switching of a pneumatic path, in which the fibrous material is worked finer than in
the first opener stage. An independent claim is also included for a device for opening and dosing fibrous material. Preferred Features: The fibrous
material mass in the second opener stage is thinned compared with the first opener stage. The delivery of the fibrous material to the second opener
stage.

Abstract (de)
Die Erfindung betrifft ein Verfahren und eine Vorrichtung zum Öffnen und Dosieren von Fasermaterial, wobei das Fasermaterial über einen
Speiseschacht einer Öffnereinrichtung zugeführt wird. Das Fasermaterial wird in einer ersten Öffnungsstufe eines Dosieröffners D bearbeitet und
ohne Zwischenschaltung einer pneumatischen Wegstrecke dem Speiseschacht einer zweiten Öffnungsstufe zugeführt. Der ersten Öffnereinrichtung
ist ein großvolumiger Speiseschacht vorgeschaltet. Von der ersten Öffnereinrichtung wird das Fasermaterial an einen im Volumen um ein
Vielfaches kleineren Speiseschacht abgegeben, der das Fasermaterial einer zweiten Öffnereinrichtung zuführt. Beide Öffnereinrichtungen mit ihren
zugeordneten Speiseschächten sind übereinander angeordnet.
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