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Abstract (en)
[origin: WO2007143767A1] Cable connection clamp with a pin-shaped or socket-shaped contact part (1) with a cable entry opening (2) for an
electrical cable (5), and with a clamp opening (3) extending at angle to it, intersecting the opening, and with a moveable clamp element (4) inside it,
which can optionally be moved into a clamping position in which the electrical cable (5) is clamped in the cable entry opening (2), and into a release
position in which the electrical cable (5) is displaceable in the cable entry opening (2). According to the invention an activation element (6) for the
clamp element (4) is provided, which can be locked in the clamping position and/or the release position of the clamp element (4).

IPC 8 full level
H01R 4/52 (2006.01)

CPC (source: EP NO)
H01R 4/52 (2013.01 - EP NO); H01R 24/28 (2013.01 - EP)

Designated contracting state (EPC)
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HU IE IS IT LI LT LU LV MC MT NL PL PT RO SE SI SK TR

DOCDB simple family (publication)
WO 2007143767 A1 20071221; AT 9304 U1 20070715; AT E545970 T1 20120315; CN 101467308 A 20090624; CN 101467308 B 20130102;
DK 2033266 T3 20120529; EP 2033266 A1 20090311; EP 2033266 B1 20120215; NO 20090096 L 20090312; NO 339188 B1 20161114;
PL 2033266 T3 20120731

DOCDB simple family (application)
AT 2007000282 W 20070612; AT 07718493 T 20070612; AT 4642006 U 20060613; CN 200780021948 A 20070612; DK 07718493 T 20070612;
EP 07718493 A 20070612; NO 20090096 A 20090107; PL 07718493 T 20070612

https://worldwide.espacenet.com/patent/search?q=pn%3DEP2033266B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP07718493&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=H01R0004520000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=H01R4/52
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=H01R24/28

