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Abstract (en)
[origin: WO2008006737A1] The invention relates to a method for operating a LIN bus, the specifications of which are described in normal operation
mode by a LIN bus in which an alternate communication protocol is tunneled via the LIN protocol for the purpose of performing a special operating
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IPC 8 full level
H04L 12/40 (2006.01); H04L 29/06 (2006.01)

CPC (source: EP US)
H04L 12/403 (2013.01 - EP US); H04L 67/12 (2013.01 - EP US); H04L 69/32 (2013.01 - US); H04L 69/324 (2013.01 - EP US);
H04L 67/34 (2013.01 - EP US); H04L 69/18 (2013.01 - EP US); H04L 69/326 (2013.01 - EP); H04L 2012/40234 (2013.01 - EP US)

Citation (search report)
See references of WO 2008006737A1

Designated contracting state (EPC)
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HU IE IS IT LI LT LU LV MC MT NL PL PT RO SE SI SK TR

Designated extension state (EPC)
AL BA HR MK RS

DOCDB simple family (publication)
WO 2008006737 A1 20080117; CN 101491016 A 20090722; DE 102006032217 A1 20080124; EP 2044736 A1 20090408;
US 2009307400 A1 20091210

DOCDB simple family (application)
EP 2007056687 W 20070703; CN 200780026085 A 20070703; DE 102006032217 A 20060712; EP 07765778 A 20070703;
US 22781607 A 20070703

https://worldwide.espacenet.com/patent/search?q=pn%3DEP2044736A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP07765778&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=H04L0012400000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=H04L0029060000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=H04L12/403
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=H04L67/12
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=H04L69/32
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=H04L69/324
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=H04L67/34
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=H04L69/18
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=H04L69/326
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=H04L2012/40234

