
Title (en)
DEVICE AND METHOD FOR DETERMINING A WEARING POSITION OF A PAIR OF GLASSES, AND COMPUTER PROGRAM DEVICE

Title (de)
VORRICHTUNG UND VERFAHREN ZUM BESTIMMEN EINER TRAGEPOSITION EINER BRILLE, COMPUTERPROGRAMMVORRICHTUNG

Title (fr)
DISPOSITIF ET PROCÉDÉ PERMETTANT DE DÉTERMINER UNE POSITION DE PORT D'UNE PAIRE DE LUNETTES, DISPOSITIF À
PROGRAMME INFORMATIQUE

Publication
EP 2047322 A1 20090415 (DE)

Application
EP 07785907 A 20070705

Priority
• EP 2007005976 W 20070705
• DE 102006033491 A 20060719

Abstract (en)
[origin: WO2008009355A1] The invention relates to a device (10) for determining a position of a pair of glasses (38) and/or at least one spectacle
lens in relation to the centre of the pupil of a corresponding eye of a wearer (30) in the zero line of sight. Said device comprises at least two image
capturing devices (14, 16) which are designed and arranged to produce comparison image data of at least part of the head of a wearer in the
absence of the pair of glasses (38) and/or in the absence of at least one spectacle lens (50) and at least part of an auxiliary structure (53) and to
produce image data of an essentially identical part of the head of a wearer with a pair glasses (38) and/or at least one spectacle lens (50) and at
least the part of the auxiliary structure (53), a data processing device that is configured to determine, using the image data, the comparison image
data and at least part of the auxiliary structure (53), the position of the glasses (38) and/or the at least one spectacle lens (50) in relation to the
centre of the pupil of the corresponding eye of the wearer (30) in the zero line of sight, and a data output device that is designed to output the
position of the pair of glasses (38) and/or at least one spectacle lens (50) in relation to the centre of the pupil of the corresponding eye of the wearer
(30) in the zero line of sight. The invention also relates to an additional device, a corresponding method and a computer program device.
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