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Abstract (en)
The system (18) has a supply container (2) including a fill opening for a powdered treating agent e.g. detergent. An agitator has blades that are
rotated by a vertical rotatable shaft, where the agitator is driven by an electrical drive i.e. container (20). A contact protection grill covers the fill
opening to prevent contact with the agitator, where the grill is connected to the rotatable shaft to form an inseparable unit with the agitator. A lower
end of the rotatable shaft is supported on the bottom of the supply container and an upper end of the rotating shaft is supported in the grill.

Abstract (de)
Die Erfindung betrifft eine Dosiereinrichtung (18) für pulverförmiges Behandlungsmittel (WP) für eine Waschmaschine (1), mit mindestens einem
Vorratsbehälter (20) mit einer Befüllöffnung (28) für Behandlungsmittel wie Waschmittel oder Wasch- oder Spülzusätze mit einem über eine vertikale
Drehachse (38) drehbaren Rührwerk (24) mit umlaufenden Messern (23) oder Schaufeln, welches mit einem Elektroantrieb gekoppelt ist und
von diesem antreibbar ist. Um die Sicherheit für den Benutzer zu erhöhen, umfasst die Dosiereinrichtung (18) ein Griffschutzgitter (27), welches
die Befüllöffnung (28) abdeckt, wodurch ein Berührungsschutz für das Rührwerk (24) bereitgestellt wird, wobei das Griffschutzgitter (27) mit der
Drehachse (34) verbunden ist, so dass das Rührwerk (24) mit dem Griffschutzgitter (27) als nicht trennbare Einheit ausgebildet ist.
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