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Abstract (en)
The press has print units arranged one behind the other, and lacquer units arranged upstream, downstream, or between the print units. Print layers
expandable by radiation are applied on print sheets (33) before a printing process or in the print units and/or the lacquer units. Laser marking
devices (14) are arranged, and impact on the print sheets guided by a conveying system in such a manner that tactile samples are created on the
print sheets. The print sheets are stored in a sheet delivery unit on a delivery stack.

Abstract (de)
In einer Bogendruckmaschine mit mehreren Druckwerken 7 und gegebenenfalls Lackwerken 8, in der über Bogenführungszylinder 20, 21
kontinuierlich zum Bedrucken Druckbogen 33 durch die Druckmaschine zu einem Bogenausleger 1 geführt und auf einem Auslegerstapel abgelegt
werden, weist der Bogenausleger 1 einen nach oben abgeschlossenen Bauraum 3 auf, der den Bereich eines Fördersystems 22 umschließt.
Zur einfachen Markierung der Druckbogen 33 mit tastbaren Bildelementen in der Art einer Prägung sind im Bereich der Bogenführungszylinder
20, 21 und/oder oberhalb des geschlossenen Bauraums 3 eine oder mehrere Lasermarkierungsvorrichtungen 9 - 14 angeordnet, die direkt oder
durch Öffnungen in Verschutzungen des Bogenauslegers 1 oder entsprechender Schutzeinrichtungen der Druckwerke 7 bzw. Lackwerke 8 auf die
geförderten Druckbogen 33 einwirken,
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