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Abstract (en)
[origin: EP2090730A2] The device has a frame-sided locking unit arranged at a double-winged movable glass door (1). The locking unit is pivotably
formed in a plane that lies transverse to a door leaf plane of a fixed wing (2). An actuator cooperates with the locking unit and is movable transverse
to the door leaf plane of the fixed wing. The actuator is movably guided in a housing. The actuator is actuatable with a movable wing (3) of the door.
The locking unit is pivotably arranged at a hinge arm that co-operates with the actuator.

IPC 8 full level
E05C 7/06 (2006.01)

CPC (source: EP)
E05B 65/0025 (2013.01); E05C 7/06 (2013.01)

Designated contracting state (EPC)
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO SE SI SK TR

DOCDB simple family (publication)
DE 202008002123 U1 20080417; DK 2090730 T3 20151005; EP 2090730 A2 20090819; EP 2090730 A3 20120307; EP 2090730 B1 20150715;
PL 2090730 T3 20151231

DOCDB simple family (application)
DE 202008002123 U 20080215; DK 09000399 T 20090114; EP 09000399 A 20090114; PL 09000399 T 20090114

https://worldwide.espacenet.com/patent/search?q=pn%3DEP2090730B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP09000399&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E05C0007060000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05B65/0025
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E05C7/06

