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Abstract (en)
The barrier wall (40) has two recesses (16,18) in the peak and bottom regions of a container (2). The recess in the bottom region is so formed that it
is suitable as maintenance passage and is passable by a person. The cross-sectional opening of the recess in the bottom region has an upper and
lower area. The upper area is formed closer than the lower area. An independent claim is included for a container with a container flank which is
provided with a cooling and a heating unit.

Abstract (de)
Die vorliegende Erfindung betrifft eine Schwallwand (40) für einen Behälter (2), wobei die Schwallwand (40) jeweils mit einer Aussparung (18)
im Sohlenbereich und einer Aussparung (16) im Scheitelbereich des Behälters (2) versehen ist. Über diese Aussparungen (16, 18) stehen zwei
durch die Schwallwand (40) voneinander abgetrennte Behälterbereiche (2a; 2b; 2c) in kommunizierender Verbindung. Die Aussparung (18) im
Sohlenbereich des Behälters (2) ist so ausgebildet, dass diese als Wartungsdurchstieg geeignet ist und von einer Person passierbar ausgebildet ist.
Die Erfindung betrifft weiterhin eine Schwallwandanordnung mit wenigstens zwei erfindungsgemäßen Schwallwänden (40), einen Behälter mit einer
Schwallwand (40) oder einer Schwallwandanordnung und einen Tankcontainer (1).
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