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Abstract (en)
A method for enhancing the surface finish on continuous sheet feed system, especially for paper and card processing, has the sheet material passed
over a first set of heated rollers to heat one side and a second set of heated rollers to heat the second side. Moisture is applied before the last, or
before the last but one, nip and before the first one of two nips for heating the other side, in a calendar feed arrangement. The moisture is applied
as a spray or as steam and the close spacing of the moisturizers and the rollers ensures optimum moisture content as well as close control of the
moisture content.

Abstract (de)
Es wird ein Verfahren zum Satinieren einer Faserstoffbahn (2), insbesondere einer Papier- oder Kartonbahn, angegeben, die durch mehrere Nips
(24-32) geführt und dort mit Druck und Temperatur beaufschlagt wird, wobei die Bahn 2 in einer ersten Gruppe A von Nips (24-27) mit ihrer ersten
Seite (33) jeweils an einer beheizten Walze (15, 17) und in einer zweiten Gruppe B von Nips (29-32) mit ihrer zweiten Seite (34) an einer beheizten
Walze (20, 22) anliegt, wobei die Bahn (2) vor dem ersten Nip (24) der ersten Gruppe A befeuchtet wird. Man möchte bei einer Faserstoffbahn ein
gutes Satinageergebnis erzielen. Hierzu ist vorgesehen, dass die Bahn (2) vor dem letzten oder vorletzten Nip (26, 27) der ersten Gruppe A und vor
dem ersten oder zweiten Nip (29, 30) der zweiten Gruppe B befeuchtet wird.
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