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Abstract (en)
[origin: EP2130777A2] A pail (10) includes a base (12) and at least one wall (14) extending upwardly from a periphery of the base (12) to an
opening of the pail (10). A lip (16) protrudes outwardly from an upper edge of the wall (14) adjacent the opening. A skirt (20) curves outwardly and
downwardly from an outer surface of the wall (14) below the lip (16). A lid (18) for the pail (10) includes an upper wall (52) and three latch portions
(56) extending downwardly from an outer periphery of the upper wall (52). The three latch portions (56) are substantially evenly disposed about the
outer periphery of the upper wall (52). A tear away strip (64) connects the three latch portions (56), to prevent removal of the lid (50) from the pail
(10). When the tear away strip (64) is torn away from the lid (50), the lid (50) can be removed from the pail (10) by manually deflecting one of the
latch portions (56).

IPC 8 full level
B65D 21/02 (2006.01); B65D 25/32 (2006.01); B65D 43/02 (2006.01)

CPC (source: EP US)
B65D 21/0233 (2013.01 - EP US); B65D 25/32 (2013.01 - EP US); B65D 43/0256 (2013.01 - EP US); B65D 2543/00027 (2013.01 - EP US);
B65D 2543/00092 (2013.01 - EP US); B65D 2543/00296 (2013.01 - EP US); B65D 2543/00407 (2013.01 - EP US);
B65D 2543/005 (2013.01 - EP US); B65D 2543/00537 (2013.01 - EP US); B65D 2543/00555 (2013.01 - EP US);
B65D 2543/00574 (2013.01 - EP US); B65D 2543/00629 (2013.01 - EP US); B65D 2543/00685 (2013.01 - EP US);
B65D 2543/0074 (2013.01 - EP US); B65D 2543/00805 (2013.01 - EP US); B65D 2543/00842 (2013.01 - EP US)

Cited by
EP2223862A1; US7922028B2; USD918511S; US10597191B2; US10773852B2; US11299318B2; US11453526B2; US11584566B2;
US11952172B2

Designated contracting state (EPC)
DE FR GB

DOCDB simple family (publication)
EP 2130777 A2 20091209; EP 2130777 A3 20100324; EP 2130777 B1 20130123; CA 2666135 A1 20091202; MX 2009005353 A 20100115;
US 2009294322 A1 20091203

DOCDB simple family (application)
EP 09156551 A 20090327; CA 2666135 A 20090519; MX 2009005353 A 20090520; US 13122208 A 20080602

https://worldwide.espacenet.com/patent/search?q=pn%3DEP2130777B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP09156551&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B65D0021020000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B65D0025320000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B65D0043020000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65D21/0233
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65D25/32
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65D43/0256
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65D2543/00027
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65D2543/00092
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65D2543/00296
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65D2543/00407
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65D2543/005
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65D2543/00537
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65D2543/00555
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65D2543/00574
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65D2543/00629
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65D2543/00685
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65D2543/0074
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65D2543/00805
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B65D2543/00842

