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Abstract (en)
[origin: EP2133159A1] There is provided a method for manufacturing a seamless pipe or tube that is capable of making more uniform the wall
thickness distribution of a pipe or tube along the longitudinal direction of the pipe or tube than the prior art. The method for manufacturing a
seamless pipe or tube according to the present invention comprises a first step of measuring the outside diameter distribution of thg mandrel bar B
along the longitudinal direction of the mandrel bar at normal temperature; a second step of measuring the temperature distribution of the mandrel bar
along the longitudinal direction of the mandrel bar in the mandrel bar after it being used for a drawing and rolling step in a mandrel mill M; and a third
step of measuring the wall thickness distribution of the pipe or tube in the hot state after it being subjected to drawing and rolling with the mandrel
bar being inserted thereinto, along the longitudinal direction of the pipe or tube. And the method comprises a fourth step of calculating the outside
diameter distribution of the mandrel bar along the longitudinal direction of the mandrel bar at the time of being used for drawing and rolling on the
basis of the respective parameters which have been obtained at the first to third steps, and a fifth step of adjusting the setting position of the grooved
roll R in the rolling direction on the basis of the outside diameter distribution of the mandrel bar along the longitudinal direction of the mandrel bar
when the mandrel bar is inserted into the inside of a pipr or tube at the next timing for being used for drawing and rolling.
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