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Abstract (en)
The jack has a carrier system (T) i.e. H-rail, with a carriage (4) that is movable in one of two opposite directions (X1, X2) on a guide rail (12). A lifting
system is coupled to the guide rail. A tightrope (2) is suspended with a load suspension device by the lifting system in an oscillating manner. A lifting
cylinder (6), a lever (8) and a roller (10) are coupled with the carriage to lock the carriage by self-locking in the directions against the guide rail after
releasing by the tightrope. A switch (1) is coupled with the tightrope, cylinder, lever and the roller.

Abstract (de)
Die Erfindung betrifft ein Hebezeug, umfassend ein Trägersystem mit einem in mindestens eine erste oder zweite Richtung bewegbarem Fahrwerk
auf einer Führungseinrichtung, an das ein Hubsystem angekoppelt ist, von dem pendelbar ein Zugmittel mit Lastaufnahmeeinrichtung herabhängt,
wobei mit dem Fahrwerk eine oder mehrere Bremseinrichtungen gekoppelt sind, geeignet, nach Auslösung durch das Zugmittel das Fahrwerk durch
Selbsthemmung in eine oder mehrere Richtungen gegenüber der Führungseinrichtung zu blockieren. Die Bremseinrichtung hat vorzugsweise eine
kugelgelagerte FreilaufRolle.
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