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Abstract (en)
The apparatus (1) has a fluid tank (2) with a fluid outlet (3), and a valve for controlling a fluid release by the fluid outlet. A control lever (5) e.g.
eccentric tension lever, actuates the valve. The control lever is attached outside in an upper region of the fluid tank. The valve has a conical nipple
that is connected with the control lever via an actuating element, so that the position of the conical nipple is changed under actuation of the control
lever. The control lever comprises a handle and a rotary body. An independent claim is also included for a vibration apparatus comprising an exciter.

Abstract (de)
Die Erfindung bezieht sich auf eine Berieselungsvorrichtung zum dosierbaren Berieseln einer Grundplatte einer Vibrationsvorrichtung zur
Bodenverdichtung, die einen Flüssigkeitstank mit einem Flüssigkeitsauslass, ein Ventil zur Steuerung der Flüssigkeitsfreigabe durch den
Flüssigkeitsauslass und einen Bedienhebel zum Betätigen des Ventils aufweist. Bevorzugt handelt es sich bei dem Bedienhebel um einen
Kipphebel oder einen Drehhebel, der im oberen Bereich des Flüssigkeitstanks angebracht ist. Der Hebel ermöglicht ein einfaches und sicheres
Dosieren der Flüssigkeitsfreigabe in der Berieselungsvorrichtung.
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