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Abstract (en)
The machine has two hydraulic cylinders (1, 2) hinged to a basic support (10) and a rod (20), respectively. A drive rocker (8) is hinged to a side of
the rod and to a side of a connection section (5), and a distance piece (4) is arranged on a region of the connection section. The connection section
is detachably supported on the rod, and the distance piece is relatively pivoted to the hydraulic cylinders. The distance piece comprises a contact
surface (41) for supporting on the rod in a front-sided manner.

Abstract (de)
Die Erfindung betrifft ein Bauarbeitsgerät mit einem Grundträger (10), einem Mast (20), der schwenkbar am Grundträger (10) angeordnet ist, einem
ersten Hydraulikzylinder (1) und einem zweiten Hydraulikzylinder (2) zum Aufrichten des Mastes (20), welche in einem Verbindungsabschnitt (5)
gelenkig miteinander verbunden sind, wobei der erste Hydraulikzylinder (1) am Grundträger (10) und der zweite Hydraulikzylinder (2) am Mast (20)
angelenkt ist, und einer Koppelschwinge (8), welche auf einer Seite am Mast (20) und auf einer anderen Seite an dem Verbindungsabschnitt (5)
angelenkt ist. Nach der Erfindung ist vorgesehen, dass im Bereich des Verbindungsabschnittes (5) ein Abstandshalter (4) angeordnet ist, durch
welchen der Verbindungsabschnitt (5) lösbar am Mast (20) abgestützt ist.
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