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Abstract (en)
The machine has a thread trapper (35) for retaining a warp thread (30.1) in elements of a harness. A threading unit is provided for threading the
warp thread that is retained by the thread trapper. A control device (25) controls the thread trapper and/or the threading unit. A measurement device
(39) determines a thread parameter e.g. color, of the warp thread. The thread trapper and/or the threading unit are controlled depending on the
thread parameter that is determined by the measurement device. A memory (26) stores the thread parameter that is determined by the measurement
device. An independent claim is also included for a method for threading of a warp thread in elements of a harness.

Abstract (de)
Die Einziehmaschine (1) zum Einziehen von Kettfäden (30.1, 30.2) einer Webkette in Elemente eines Webgeschirrs umfasst eine Fadenklemme (35)
zum Halten eines der Kettfäden (30.1), ein Einziehmittel (60) zum Einziehen des jeweiligen von der Fadenklemme (35) gehaltenen Kettfadens (30.1)
in eines der Elemente des Webgeschirrs und eine Steuervorrichtung (25) zum Steuern der Fadenklemme (35) und/oder des Einziehmittels (60).
Die Einziehmaschine (1) umfasst weiterhin eine Messeinrichtung (39) zum Erfassen mindestens eines Garnparameters des jeweiligen Kettfadens
(30.1), wobei die Fadenklemme (35) und/oder das Einziehmittel (60) in Abhängigkeit von mindestens einem der jeweils von der Messeinrichtung
(39) erfassten Garnparameter steuerbar sind.
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