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Abstract (en)
The system (1) has an electrically driven fuel conveying unit (4) arranged in a fuel tank (3). A supply pipe (11) is guided to an internal-combustion
engine (2) of a motor vehicle. A pressure sensor (30) detects a pressure in the supply pipe. A control unit supplies electrical current to the fuel
conveying unit with respect to signals of the sensor. A pressure limiting valve (27) is connected with the supply pipe. The valve releases or locks a
connection of the supply pipe with the fuel tank, when the pressure in the supply pipe is above or below a predetermined pressure, respectively.

Abstract (de)
Bei einer Kraftstoffversorgungsanlage (1) für eine Brennkraftmaschine (2) eines Kraftfahrzeuges mit einer bedarfsgesteuerten Kraftstoff-Fördereinheit
(4) ist ein Druckbegrenzungsventil (27) vorgesehen, welches oberhalb eines vorgesehenen Druckes ein Ablassen von Kraftstoff aus einer
Vorlaufleitung (11) in einen Kraftstoffbehälter (3) ermöglicht. Unterhalb des vorgesehenen Druckes ist das Druckbegrenzungsventil (27) zuverlässig
geschlossen. Das Druckbegrenzungsventil (27) ist in einem Feinfilter (10) befestigt.
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