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Abstract (en)
The method involves attaching a multi-layer reinforcement mat (3) on a structural component (4) by using mechanical anchoring elements (5). A
smoothing cement of hydraulic-setting material is filled into outer fabric layers of the reinforcement mat. The smoothing cement is allowed to set to
form a formwork (1), where the smoothing cement is infiltrated into the outer fabric layers through a hose by applying pressure. A space between
the formwork and the structural component is filled with a free-flowing cement mortar mixture or concrete mixture (2). An independent claim is also
included for a structural component provided with a reinforcement or facing layer from a multi-layer reinforcement mat.

Abstract (de)
Ein Verfahren zum Anbringen einer Verstärkungs- bzw. Verkleidungsschicht aus hydraulisch abbind- barem Material aus einem Zementmörtel-
oder Betongemisch an einem Bauteil (4), indem man an dem Bauteil eine mehrlagige Bewehrungsmatte (3) anbringt und eine Schalung vorsieht
und in den Raum zwischen der Schalung und dem Bauteil ein fließfähiges Zementmörtel- oder Betongemisch einfüllt, ist dadurch gekennzeichnet,
dass man zur Bildung der Schalung in die äußeren Gewebelagen der Bewehrungsmatte (3) eine Spachtelmasse (1) aus hydraulisch abbindbarem
Material einbringt und diese vor dem Einfüllen des Zementmörtel- oder Betongemisches aushärten lässt.
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