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Abstract (en)
The device (11) has a rotating axle (14) and a housing (13), which mounts the rotating axle and accommodates engaging devices (30, 32, 33),
where angularity and/or rotation of the rotating axle is detected at the engaging devices. The housing is separated into two parts with a separation
between housing parts, where the separation runs perpendicular to the rotating axle. Supports (50a - d) run along the separation of the housing
parts.

Abstract (de)
Ein elektromechanisches Einstellgerät (11) weist eine Drehachse (14) und ein Gehäuse (13) auf, das die Drehachse haltert und eine
Erfassungseinrichtung (30) aufnimmt. An der Erfassungseinrichtung sind Winkelstellung und/oder Drehung der Drehachse erfassbar zur Umsetzung
in Steuerbefehle. Die Erfassungseinrichtung weist dazu mehrere Schleifer (32, 33) an der Drehachse (14) und Schleiferbahnen (56) auf einem
Träger (50a-d) auf, wobei das Gehäuse zweiteilig ist mit einer Trennung zwischen den beiden Gehäuseteilen (13). Die Trennung verläuft senkrecht
zur Drehachse (14) und ein Gehäuseteil (13,113,213) ist derart aus Stegen aufgebaut, dass er in Draufsicht gitterartig ausgebildet ist, wobei die
Stege eine umlaufende und im Wesentlichen geschlossene Außerkontur (16,116,216) des Gehäuseteiles (13,113,213) bilden sowie Abstützungen
zwischen der Außenkontur (16,116,216) zu einer zentralen Aufnahme bzw. Lagerung für die Drehachse (14,114,214) an dem Gehäuseteil
(13,113,213).
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