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Abstract (en)
The bending press (1) has a press bar (20) which supports a tool bar (25) in a displacing direction in a guiding arrangement (31). Multiple
positioning units (32) of a drive arrangement (26) are arranged between the press bar and the tool bar. The multiple positioning units are spaced
from each other in the direction of a longitudinal extension of the press bar. The tool bar is made of aluminum or plastic, particularly fiber-reinforced
plastic.

Abstract (de)
Die Erfindung betrifft eine Biegepresse (1), insbesondere Abkantpresse, mit einem Maschinengestell mit einem feststehenden mit Biegewerkzeugen
(29, 30) bestückbaren Tischbalken (7) und einen, mit einer Antriebsanordnung (23), in einer zu einer Stützfläche (27) für die Biegewerkzeuge
(29, 30) des Tischbalkens (7) senkrechten Ebene in einer Führungsanordnung (19) des Maschinengestells relativ zum feststehenden Tischbalken
(7), verstellbaren mehrteiligen Pressenbalken (20). Der Pressenbalken lagert verstellbar einen mit den Biegewerkzeugen (29, 30) bestückbaren
Werkzeugbalken (25), in einer zu einer Verstellrichtung des Pressenbalkens (20) parallelen Verstellrichtung wozu zwischen dem Pressenbalken
(20) und dem Werkzeugbalken (25) mehrere in Richtung einer Längserstreckung des Pressenbalkens (20) voneinander distanzierte, in zur
Verstellrichtung des Pressenbalkens (20) in der Kraftwirkrichtung parallel zueinander ausgerichtete Stellmittel (32) einer weiteren Antriebsanordnung
(26) angeordnet.
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