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Abstract (en)
The mechanism (10) has an assembly sleeve (16) positionable at free end of a dressing shaft (14), where outer surface of the sleeve is provided
with conical assembly area (22), which serves as a centering- and suspending aid during assembling a dressing roll (12) on the shaft. Maximum
outer diameter (dmax) of the conical assembly area is smaller than dressing roll retention diameter (D) of the shaft or corresponds to the dressing
roll retention diameter of the shaft. The assembly sleeve is fastenable at a spindle tap (20) of the dresser shaft.

Abstract (de)
Die Erfindung betrifft eine Abrichtrollenmontageeinrichtung (10; 30) zur Montage einer Abrichtrolle (12) auf einer Abrichterwelle (14) einer
Schleifscheibenabrichteinheit, wobei die Abrichtrollenmontageeinrichtung (10; 30) eine an einem freien Ende der Abrichterwelle (14) positionierbare
Montagehülse (16; 32) aufweist, deren Außenfläche mit einem konischen Montagebereich (23; 36) versehen ist, der als Zentrier- und
Aufschiebehilfe bei der Montage der Abrichtrolle (12) auf der Abrichterwelle (14) dient, wobei ein maximaler Außendurchmesser (d max ) des
konischen Montagebereiches (22; 36) kleiner als ein Abrichtrollenaufnahmedurchmesser (D) der Abrichterwelle (14) ist oder diesem entspricht.
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