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Abstract (en)
The stove has a fire space including a grid, a rear wall, side walls, a front door and a cover plate. A distribution space has a separating wall, which
separates a primary air channel (7), a secondary air channel (6) and an injected air channel (5) at a distance from each other. The wall has an
opening (2), which is covered by a pivotable rotary control disk (4). The control disk has recesses and/or openings (11), by which connection of
variable cross sections is formed between the distribution space and the channels. The control disk is driven by a motor.

Abstract (de)
Die Erfindung betrifft einen Kaminofen mit einem Feuerraum mit einem Rost, einer Rückwand, Seitenwänden, einer Fronttüre und einer Deckplatte.
Der Kaminofen ist dadurch gekennzeichnet, dass er einen Verteilerraum (3) besitzt, dessen eine Wand, die ihn von drei voneinander getrennten
Kanälen, einem für die Primärluft (7), einen für die Sekundärluft (6) und einen für die Düsenluft (5), trennt, eine alle Kanäle überdeckende
kreisförmige Öffnung, die durch eine drehbare Reglerscheibe(4) abgedeckt ist, aufweist, und dass die Reglerscheibe (4) Ausnehmungen bzw.
Öffnungen (11) aufweist, durch die Verbindungen veränderlichen Querschnittes zwischen dem Verteilerraum und den einzelnen Kanälen herstellbar
sind.
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