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Abstract (en)
The hydraulic unit (5) has drive-side master and slave units (6, 8), low-and medium-pressure chambers (12, 16), and a controllable hydraulic valve
(10) extending in a bottom part (22) of a hydraulic housing (21). A valve body blocks a throttle point (17') in a position corresponding to a hydraulic-
flow from the medium-pressure chamber into a low-pressure chamber up to a throttling through-flow cross section. The body opens a low-throttle
through-flow cross section in another position corresponding to a flow of hydraulic medium from the low-pressure chamber into the medium-pressure
chamber.

Abstract (de)
Vorgeschlagen ist eine Hydraulikeinheit (5) für einen Zylinderkopf (2) einer Brennkraftmaschine mit hydraulisch variablem Ventiltrieb (1). In der
Hydraulikeinheit sind ein Hochdruckraum (11), ein Mitteldruckraum (12) und ein als Hydraulikmittelreservoir dienender Niederdruckraum (16)
ausgebildet. Der Niederdruckraum kommuniziert über eine Drosselstelle (17, 17', 17", 17"') mit dem Mitteldruckraum, wobei die Drosselstelle mittels
eines verlagerbaren Ventilkörpers (19, 19', 19", 19"') gebildet ist und je nach Lage des Ventilkörpers unterschiedlich große Durchflussquerschnitte
aufweist.
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