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Abstract (en)
The pump (1) has a heat exchanger (20) conveying air using a ventilator (50) and enabling heat exchange between the air and refrigerant provided
in the heat exchanger. An air channel (30) is arranged at a side of the pump and comprises an opening (32) for the heat exchanger. The opening
comprises a boundary (33) and an edge (34). The boundary for air guidance partially lies at height of an end (25) of the heat exchanger. The edge
horizontally extends into a height of a region (22) of a middle axis (21) of the heat exchanger. An independent claim is also included for a method for
guiding air into an air/water heat pump.

Abstract (de)
Bei einer Luftwärmepumpe ist wenigstens ein erster Luftkanal vorgesehen, in dem eine erste Luft um etwa 90° umgelenkt wird und auf einen
Wärmetauscher 20 trifft. Ein erster Kanalmittelpunkt 36, der den geometrischen Mittelpunkt des ersten Luftkanals 30 in etwa darstellt, liegt auf einer
Achse mit einer Mittelachse 21 des Wärmetauschers 20 und einem Lüftungsmittelpunkt 55 des Lüfters 50. Diese Anordnung hat sich als vorteilhaft
für die Luftführung, Strömungsverhältnisse sowie Geräuschntwicklung erwiesen. Die Luft wird im Wesentlichen zunächst um einen Winkel von ca.
90° umgeleitet, strömt dann durch den Verdampfer zum Lüfter, in dem sie ebenfalls um ca. 90° umgelenkt wird. Nach der Ausströmung aus dem
Lüfter strömt die Luft in einen zweiten Luftkanal, in dem sie um ca. 150° umgelenkt wird.
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