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Abstract (en)
According to the invention, a pedestrian walkway (1) is provided, incorporating signaling lights (SL) consisting of LEDs (6) with a very low voltage
power supply source (7) and a timer (8). The walkway includes: access areas (A-A) that incorporate pressure sensors (DP) activated by the weight
of the pedestrians, and that turn on the power supply of the LEDs; a crossing section (P) including header sections (TC) and an intermediate section
(TI). The access areas consist of parts (2) that are flexed by the weight of a pedestrian, the header sections consisting of header parts (3) levelled
with the access part and which are adapted to allow the flexion of the access part; the intermediate section consist of intermediate parts (4) levelled
with the header parts; a frame (5) is used to anchor the header and intermediate parts to the road; the LEDS are housed inside the side edge (30,
40) of the access and intermediate parts, and the sensors (DP) consist of an driver item (9), a magnet, mounted on the access parts, and a receiver
(10), as well as a magnetic switch mounted on the header part, which is switch on by means of one of the access parts (2) which displaces the
magnet to face the magnetic switch.

IPC 8 full level
E01F 9/06 (2006.01); E01F 9/615 (2016.01); G08G 1/07 (2006.01); G08G 1/095 (2006.01); G08G 1/005 (2006.01); G08G 1/042 (2006.01)

CPC (source: EP)
E01F 9/559 (2016.02); G08G 1/07 (2013.01); G08G 1/095 (2013.01); G08G 1/005 (2013.01); G08G 1/042 (2013.01)

Citation (applicant)
• ES 1067629 U 20080601 - PELAYO SANCHEZ JOSE MANUEL [ES]
• ES 2311398 A1 20090201 - POZO MACHO ANTONIO [ES]
• ES 2310120 A1 20081216 - HERNANDEZ GONZALEZ ANA MARIA [ES], et al

Cited by
EP2642026A1; EP4113475A1; ES2427218R1; FR3054901A1; US10550532B2; FR3020645A1; WO2016080855A3; WO2016171576A1;
JP2017212006A; US11180896B2; WO2018150145A1

Designated contracting state (EPC)
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO SE SI SK SM TR

Designated extension state (EPC)
AL BA ME RS

DOCDB simple family (publication)
EP 2230654 A2 20100922; EP 2230654 A3 20101229; ES 2321794 A1 20090610; ES 2321794 B2 20091120

DOCDB simple family (application)
EP 10380033 A 20100311; ES 200900711 A 20090313

https://worldwide.espacenet.com/patent/search?q=pn%3DEP2230654A2?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP10380033&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E01F0009060000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=E01F0009615000&priorityorder=yes&refresh=page&version=20160101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=G08G0001070000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=G08G0001095000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=G08G0001005000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=G08G0001042000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=E01F9/559
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=G08G1/07
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=G08G1/095
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=G08G1/005
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=G08G1/042

