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Abstract (en)
The device has a flexible material e.g. rubber, block (1) with an interior face (3) that is curved inward from a top (2) of a foot (4), where the block has
a oval quarter shape. A horizontal traversing slot forms a clamp (5) with multiple support points in slot's lower part, and the foot serves as a support
on an edge of plates, where the clamp is opened under the block. A tab closing and opening the clamp is chamfered toward the rear.

Abstract (fr)
Dispositif pour empiler des assiettes ou analogues déjà garnis. Il s'agit d'une petite pièce (1) en matériau souple comme le caoutchouc. Ces pièces
(1) (associées par trois mais non solidaires) se pincent d'une seule main sur tous types de rebords d'assiettes, de plats, ou analogues; Cette
pièce (1) a la forme d'un quart d'ovale au sommet arrondi (2) et incurvé en son centre (3). La partie inférieure de cette pièce (1) est étudiée afin
de faire office de pince souple présentant plusieurs points d'appui dans sa partie intérieure. La stabilité est obtenue grâce à l'effet amortisseur
et anti dérapant de la matière de fabrication. La pièce (1) ne possède aucun angle. Elle est extrêmement résistante, indéformable et résiste aux
variations de température de -25°C à +90°C. Le dispositif selon l'invention est particulièrement destiné à empiler des assiettes garnies en vue de
leur stockage préalablement à leur vente en tous lieux de restauration.
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