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Abstract (en)
The puller has two arms (1) separated by a spreading wedge (2) that is arranged at an end of a feed shaft (3), where the arms are designed as half-
shells. The feed shaft has a threaded section (17) that projects through an opening (6) of a pressure piece (4). A tension nut (5) is supported at the
pressure piece, and stops are attached to the feed shaft, where the stops work together with an end stop (16) of each arm for limiting a path of the
spreading wedge. The stops are formed by stop cams (14) that are projected into a groove (15) of the arms.

Abstract (de)
Die Erfindung betrifft einen Innenauszieher mit mindestens zwei, einendseitig aneinander gefesselten und anderendseitig mittels eines Spreizkeiles
(2) auseinanderspreizbaren Armen (1), wobei der Spreizkeil (2) am Ende einer Zugspindel (3) sitzt, deren Gewindeabschnitt (17) durch eine Öffnung
(6) eines den aneinandergefesselten Enden zugeordneten Druckstücks (4) hindurchragt, an welchem sich eine Zugmutter (5) abstützt. Um den
Innenauszieher manipulationssicherer zu machen, werden ein oder mehrere der Zugspindel (3) zugeordnete Anschläge (14) vorgeschlagen, die zur
Begrenzung des Weges des Spreizkeiles (2) mit je einem Endanschlag (16) eines der Arme zusammenwirkt.
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