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Abstract (en)
The arrangement has a dome with a dome element and a rotor which is made of a magnetizable material. A moving device has a magnetic device
(14) which is placed at a position corresponding to the position of the rotor outside a workpiece (2). The rotor is displaced into the workpiece by the
magnet device. The workpiece is supplied to a bending head for bending and is supported from inside by a dome in the bending region during the
bending process.

Abstract (de)
Bei einer Anordnung (1) zum Biegen rohrförmiger Werkstücke (2), bei welcher ein Werkstück - (2) einem Biegekopf zum Biegen zugeführt und beim
Biegevorgang im Biegebereich mittels eines in das Werkstück (2) eingebrachten Domes (15-17) von innen her abgestützt wird, wobei der Dorn
ein Dornelement (15) und einen Läufer (16) umfaßt, beweglich im Werkstück (2) sitzt und der Läufer (16) mittels einer Vorschubeinrichtung (14)
im Werkstück (2) längsverschieblich ist, wird der Läufer (16) aus einem magnetisierbaren Material hergestellt und die Vorschubeinrichtung weist
eine an einer der Lage des Läufers (16) außerhalb des Werkstücks (2) entsprechenden Lage angebrachte Magneteinrichtung (14) auf, zwischen
der und dem Läufer (16) ein magnetischer Kraftschluß ausgebildet wird, wobei der Läufer (16) über die Magneteinrichtung (14) im Werkstück (2)
verschiebbar ist.
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