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Abstract (en)
[origin: GB2459468A] A system for pivotally mounting a radiator 10 on a wall 1 such that the radiator 10 may be swung away from the wall at its
top to facilitate cleaning and the like comprises an upper bracket 40 releasably holding an upper portion of the radiator adjacent the wall 1, at least
one adjustable lower bracket 20 fastened to the wall and supporting a lower portion of the radiator 10 to enable the radiator 10 to pivot on the lower
bracket 20 and swing away from the wall 1 at the top of the radiator 10 when released. Lower bracket 20 comprises an adjustment mechanism
having a wall mounting part (24, fig 2) with a hook (22) pivotally mounted thereon and a plurality of securing points (26) in the wall mounting (24) so
that a projection (28) is securable at a selected one of the securing points (26), and the hook (22) having a camming surface (32) that bears against
the projection (28) when the hook (22) is pivoted so that the angle between the hook (22) and the wall mounting part (24) of the lower bracket 20
is adjustable by adjusting the location of the projection (28). The plurality of securing points (26) may be a slot in the wall mounting (24) and the
projection (28) may be an adjustable support such as a bolt slidable in the slot (26). The hook (22) may engage with a swivel connector (fig 3) for
the radiator 10. A chain 60 limits the distance the upper portion of the radiator 10 may pivot from the wall 1. Upper bracket 40 may have a child proof
securing means.

IPC 8 full level
F24D 19/02 (2006.01)

CPC (source: EP GB US)
F16L 27/08 (2013.01 - GB); F24D 19/02 (2013.01 - EP GB US); F24D 19/0209 (2013.01 - EP US); F24D 19/023 (2013.01 - EP US);
F24D 19/0283 (2013.01 - EP US); F24D 19/0286 (2013.01 - EP US); F24D 19/0293 (2013.01 - EP US)

Citation (search report)
See references of WO 2009130497A2

Designated contracting state (EPC)
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO SE SI SK TR

Designated extension state (EPC)
AL BA RS

DOCDB simple family (publication)
GB 0807382 D0 20080528; GB 2459468 A 20091028; EP 2297523 A2 20110323; US 2011108687 A1 20110512; WO 2009130497 A2 20091029;
WO 2009130497 A3 20130110

DOCDB simple family (application)
GB 0807382 A 20080423; EP 09735593 A 20090420; GB 2009050393 W 20090420; US 98893709 A 20090420

https://worldwide.espacenet.com/patent/search?q=pn%3DEP2297523A2?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP09735593&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=F24D0019020000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F16L27/08
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F24D19/02
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F24D19/0209
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F24D19/023
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F24D19/0283
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F24D19/0286
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=F24D19/0293

