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Abstract (en)
The vane has a vane blade (5) and a vane foot (6), where the vane blade is formed from a folded clutch-path of fiber-reinforced plastic. The vane
foot has an elongated support and two holders (25) for anchorage of the vane in a corresponding groove of a turbine armature (1). The vane blade is
suspended at the support by a strap (9). An independent claim is also included for an armature with a rotor.

Abstract (de)
Eine zumindest teilweise aus faserverstärktem Kunststoff, insbesondere CFK, gefertigte Schaufel für eine Turbine oder einen Verdichter wird
angegeben, welche unter Betriebsbedingungen besonders beständig ist. Danach umfasst die Schaufel (4) ein Schaufelblatt (5), sowie einen
Schaufelfuß (6). Das Schaufelblatt (5) ist im Wesentlichen aus einer gefalteten Gelege-Bahn (7) aus faserverstärktem Kunststoff gefertigt, bei der
im Bereich des Falzes (8) eine Halteschlaufe (9) gebildet ist und bei der aus den aufeinanderliegenden Bahnenden (10) eine Schaufelfläche (11)
geformt ist. Der Schaufelfuß umfasst einen länglichen Träger (20), sowie mindestens zwei vorzugsweise beidendseitig jeweils lagefixiert mit diesem
verbundene Halterungen (25) zur Verankerung der Schaufel (4) in einer korrespondierenden Nut (3) eines Läufers (2). Das Schaufelblatt (5) ist
mittels der Halteschlaufe (9) an dem Träger (20) aufgehängt.
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