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Abstract (en)
The wheel has a circular ring-section including linear front and rear edges (15, 16) lead from an inner edge (13) to an outer edge (14) based on
drive-rotational direction (21). The inner and outer edges limit a part of another outer edge (26) of a grinding lamella covering, and the front edge
extends from a grinding lamella (6) in to the drive-rotational direction. The rear edge is opened and limits a grinding-insert surface (11), and is
arranged in a layer parallel to another layer and perpendicular to central axis (4).

Abstract (de)
Eine Fächer-Schleifscheibe für den Einsatz an stationären Schleifmaschinen weist einen Tragteller auf, der Schleiflamellen (6) trägt. Diese haben
die Grund-Form eines Kreisring-Abschnitts mit vier Kanten, nämlich einer kreisabschnittsförmigen Außenkante (14), einer kreisabschnittsförmigen
Innenkante (13), einer bezogen auf eine Arbeits-Drehrichtung (21) voreilenden Vorderkante (15) und einer ebenfalls von innen nach außen
voreilenden Hinterkante (16). Die Vorderkanten (15) werden von der jeweils vorgeordneten Schleiflamelle (6) überdeckt. Die Hinterkanten (16)
liegen offen. Der durch die Schleiflamellen (6) gebildete Schleiflamellen-Belag (10) weist radial zur Mittel-Achse (4) eine gleichbleibende Höhe in
Richtung der Mittel-Achse (4) auf.
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