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Abstract (en)
The cooker has inductors (4) arranged in a matrix-form, and a touch-sensitive operating device (5) arranged adjacent to a front side of a cooker plate
(2). Electrical components (5a-5c) of the operating device are shielded against electromagnetic fields by using a shielding device (8), where the
fields are produced during the operation of the inductors. The shielding device is arranged between the inductors and the electrical components
and made from aluminum. The shielding device is attached to a lower side of the cooker plate, and has a plate-shaped shielding frame (9). An
independent claim is also included for a method for manufacturing an induction cooker.

Abstract (de)
Die Erfindung betrifft ein Induktionskochfeld mit zumindest einem Induktor (4) und einer Bedienvorrichtung (5), insbesondere berührsensitiven
Bedienvorrichtung (5), dadurch gekennzeichnet, dass elektronische Bauteile (5a bis 5c) der Bedienvorrichtung (5) von dem im Betrieb des Induktors
(4) erzeugten elektromagnetischen Feld abgeschirmt angeordnet sind. Die Erfindung betrifft auch ein Montageverfahren für ein Induktionskochfeld
(1).

IPC 8 full level
H05B 6/12 (2006.01)

CPC (source: EP ES)
H05B 6/1209 (2013.01 - EP ES); H05B 2213/03 (2013.01 - EP)

Cited by
RU176672U1; DE102012020458A1; ITMI20111472A1

Designated contracting state (EPC)
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO RS SE SI SK SM TR

Designated extension state (EPC)
BA ME

DOCDB simple family (publication)
EP 2337427 A2 20110622; EP 2337427 A3 20121031; EP 2337427 B1 20170621; ES 2394371 A1 20130131; ES 2394371 B1 20131211;
ES 2634908 T3 20170929

DOCDB simple family (application)
EP 10194543 A 20101210; ES 10194543 T 20101210; ES 200931209 A 20091221

https://worldwide.espacenet.com/patent/search?q=pn%3DEP2337427A2?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP10194543&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=H05B0006120000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=H05B6/1209
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=H05B2213/03

