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Abstract (en)
[origin: WO2010052213A1] Friction discs made from a hard material such as ceramic or metal as a rule generate wear and thus damage the threads
more than, for example, soft friction discs made from polyurethane which undergo wear by the threads. Whilst friction discs made of hard material
can be used as a rule for more than seven years, friction discs made from polyurethane must be changed after just 8 to 9 months. According to the
invention, friction discs (1) thus have at least one friction area reducing groove on the friction surface (4) thereof.

IPC 8 full level
D02G 1/04 (2006.01); D02G 1/08 (2006.01)

CPC (source: EP)
D02G 1/04 (2013.01); D02G 1/082 (2013.01)

Designated contracting state (EPC)
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO SE SI SK SM TR

DOCDB simple family (publication)
DE 102009046352 A1 20100506; CN 102272364 A 20111207; CN 102272364 B 20150218; EP 2347044 A1 20110727;
EP 2347044 B1 20150107; JP 2012507642 A 20120329; JP 5669743 B2 20150212; WO 2010052213 A1 20100514

DOCDB simple family (application)
DE 102009046352 A 20091103; CN 200980153260 A 20091103; EP 09747823 A 20091103; EP 2009064536 W 20091103;
JP 2011535097 A 20091103

https://worldwide.espacenet.com/patent/search?q=pn%3DEP2347044B1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP09747823&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=D02G0001040000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=D02G0001080000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=D02G1/04
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=D02G1/082

