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Abstract (en)
[origin: WO2010069340A1] From a container sealed in a pressure-tight manner, liquid is withdrawn by way of a dispensing device having a spigot
pipe and a bushing. In the storage and transport position, the spigot pipe is lowered into the bushing. It can be pulled out into a stand-by position, in
which a flow path through the spigot pipe can be blocked and released by an actuating movement. The actuating movement denotes a bending of
the spigot pipe out of the stretched position thereof and back into the same.

IPC 8 full level
B67D 3/04 (2006.01)

CPC (source: EP)
B67D 3/045 (2013.01); B67D 3/047 (2013.01)

Citation (search report)
See references of WO 2010069340A1

Designated contracting state (EPC)
AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MT NL NO PL PT RO SE SI SK TR

DOCDB simple family (publication)
WO 2010069340 A1 20100624; AU 2008365420 A1 20110804; AU 2008365420 B2 20141030; CA 2749882 A1 20100624;
CA 2749882 C 20170801; EP 2384307 A1 20111109; EP 2384307 B1 20130619; PL 2384307 T3 20131129; ZA 201105243 B 20120328

DOCDB simple family (application)
EP 2008010719 W 20081216; AU 2008365420 A 20081216; CA 2749882 A 20081216; EP 08875090 A 20081216; PL 08875090 T 20081216;
ZA 201105243 A 20110715

https://worldwide.espacenet.com/patent/search?q=pn%3DEP2384307A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP08875090&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=B67D0003040000&priorityorder=yes&refresh=page&version=20060101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B67D3/045
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=B67D3/047

