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Abstract (en)
The enlargement device has two cylindrical knife holders (6,6'), where each knife holder is rotatable around transverse, particularly right-angled
longitudinal axis that runs to movement direction (A) of the material web. One of the knife holders is provided with a perforating- or cutting blade
(7). The knife holders are supported in a storage unit (11) in the movement direction of the material web and are misplaced from each other. An
independent claim is also included for a method for operating an enlargement device.

Abstract (de)
Zum Querperforieren von bewegten Materialbahnen (1), die in wenigstens zwei in Längsrichtung der Materialbahn (1) nebeneinander liegende
Materialbahnabschnitte unterteilt sind, sind zwei zylindrische Messerhalter (6, 6') vorhanden, die um ihre rechtwinklig zur Bewegungsrichtung (A) der
Materialbahn (1) verlaufende Längsachse drehbar sind und die mit wenigstens einem Perforiermesser (7) versehen sind. Die beiden Messerhalter
(6, 6') sind drehbar in einer Lagereinheit (11) gelagert, die in einer Richtung (B), die rechtwinklig zur Bewegungsrichtung (A) der Materialbahn
(1) verläuft, verstellbar ist. Durch Verstellen der Lagereinheit (11) werden jeweils die Messerhalter (6, 6') in Abhängigkeit von der Breite und der
seitlichen Ausrichtung der zu bearbeitenden Materialbahn (1) in diejenige Arbeitsposition, die zur lagerichtigen Herstellung der Perforierlinien
benötigt wird, verbracht.
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