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Abstract (en)
The method involves altering register adjustments of an imaging cylinder (26,27) of a printing unit (1,2,3,4,5) corresponding to a predetermined
length change of a print image to avoid a divergence of print images of multiple printing units. The alteration of the register adjustments is carried out
depending on a length (I-12,I-23,I-34,I-45) of a printing substrate (9) between the printing units. An independent claim is also included for a device
for controlling register of a printing machine.

Abstract (de)
Die Erfindung betrifft ein Verfahren zur Registersteuerung einer Druckmaschine (6) mit einem ersten Druckwerk (1, 2, 3, 4) und zumindest einem
weiteren Druckwerk (2, 3, 4, 5), welche jeweils zumindest einen bildgebenden Zylinder (26, 27) mit einer Rotationsgeschwindigkeit (É) aufweisen.
Zum Vermeiden eines Auseinanderlaufens von Druckbildern (11) mehrerer Druckwerke (1, 2, 3, 4, 5) werden Registereinstellungen des zumindest
einen bildgebenden Zylinders (26, 27) der weiteren Druckwerke (2, 3, 4, 5) entsprechend einer vorgegebenen Längenänderung (�I 1 ) eines
Druckbildes (11, 11') verändert. Die Veränderung der Registereinstellungen wird in Abhängigkeit von zumindest einer Länge (I 12 , I 23 , I 34 , I 45 )
eines Bedruckstoffs (9) zwischen den Druckwerken (1, 2, 3, 4, 5) durchgeführt. Außerdem betrifft die Erfindung eine Vorrichtung zur Durchführung
des Verfahrens sowie eine Druckmaschine mit einer solchen Vorrichtung.
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