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Abstract (en)
A tumble dryer (2) includes rotatable drum (4) provided in housing (3). The drum is equipped with door (5) for closing loading opening (6). A blower
is provided for generating process air stream which flows through a heat exchanger. The scenting device provides fragrance to laundry during the
drying process performed by tumble dryer. A fragrance dispenser performs dispensing of fragrance depending on temperature of process air flow in
drying space.

Abstract (de)
Die Erfindung betrifft eine Beduftungseinrichtung (1) für eine Wäschebehandlungsmaschine, wie beispielsweise einen Wäschetrockner (2), mit
einer in einem Gehäuse (3) drehbar gelagerten Trommel (4), einer mit einer Tür (5) verschließbaren Beschickungsöffnung (6), sowie ein Gebläse
und eine Heizeinrichtung zur Erzeugung eines Prozessluftstromes, der über einen Wärmetauscher strömt, wobei die Beduftungseinrichtung (1)
während der Trocknung einen Duftstoff an die Wäschestücke abgibt. Die Beduftungseinrichtung (1) besteht hierbei aus einem separaten Teil (7),
welches in den von der Prozessluft durchströmten Trocknungsraum flexibel einsetzbar ist, wobei die Abgabe des Duftstoffes über die Temperatur
des Prozessluftstromes im Trocknungsraum aktivierbar ist.
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