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Abstract (en)
The arrangement has a sealing element (6), which is arranged between attachment seals (4,4') in an overlapping area. The sealing element has a
base body (7), where a comparatively elevated sealing strip (8) is attached. The sealing strip is tightly fitted on a sealing surface of the attachment
seals. The sealing strip is made of a butyl tape. The base body is made of elastic material, particularly foam rubber, fiber-reinforced plastic or
breathable waterproof foam. An independent claim is also included for a sealing element for an arrangement.

Abstract (de)
Eine Anordnung zweier winklig zueinander stehender, sich bereichsweise überlappender Profilstäbe (1, 2), die jeweils einen Tragstab (3, 3') und
eine darauf angeordnete, im Querschnitt profilierte Aufsatzdichtung (4, 4') aufweisen, wobei beide Tragstäbe (3, 3') stumpf gegeneinander stoßen
und die Aufsatzdichtungen (4, 4') im Überlappungsbereich derart ausgeklinkt sind, dass ein im Wesentlichen bündiger Übergang zur benachbarten
Aufsatzdichtung (4, 4') besteht, und wobei im Überlappungsbereich zwischen den Aufsatzdichtungen (4, 4') ein Dichtelement (6) angeordnet ist,
ist so ausgebildet, dass das Dichtelement (6) einen Grundkörper (7) aufweist, an dem mindestens ein demgegenüber erhabener und an den
abzudichtenden Flächen der Aufsatzdichtungen (4, 4') dichtend anliegender Dichtstreifen (8) befestigt ist.
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