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Abstract (en)
[origin: EP2444577A2] A system for the snap fixing of upper and/or lower guides, particularly for the longitudinal sliding of doors of pieces of
furniture, avoiding all traditional systems for fixing the guides with screws of various types, the system providing a clip (10) to be arranged, at
appropriate intervals, on the upper surface of the top (C) of a piece of furniture, in addition to the provision of a similar clip (20) to be arranged, at
appropriate intervals, on the lower surface of the footing (B) of the piece of furniture, so as to accommodate and lock a claw-shaped coupling edge
(35-45) arranged on the respective profile (30-40) with guides be arranged on the top (C) and the footing (B), of which: �� the upper profile (30)
provides for a first step of raised insertion of its claw-shaped edge (35) in the series of clips (10) of the top (C), then a second step of rotation of the
profile (30) until it touches the outer surface of the top (C), with simultaneous snap action for the insertion of its opposite edge (37) against a series
of detents (12) which are preferably coaxial to the clips (10) and with a consequent third step of engagement between the claw-shaped head (14-15)
of the clips (10) and the claw-shaped head of the profile (35) with the upper profile; �� the lower profile (30) provides for a first similar step of raised
insertion thereof within the series of clips (20) of the footing (B) and then a second step of rotation of the profile (40) until it touches the outer surface
of the footing (B) and with a consequent third step of engagement of its claw-shaped edge (45) against the claw-shaped head (25) of the series of
lower clips (20).
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