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Abstract (en)
The burner (14) has a gas burner body (15) comprising gas outlet opening (16), where a disk type thermogenerator (25) is arranged above the gas
burner body. The thermogenerator has same shape as a gas burner. The thermogenerator is held above the gas burner body by a flexible/resilient
holding unit and pushed upward to bear against a lower face of a pot (30) that is located above the gas burner, where an abutment is subjected to
action of a spring force. The gas burner openings are arranged in a plane, where the thermogenerator is arranged parallel to the plane of the burner
openings. Independent claims are also included for the following: (1) a gas cooktop comprising a gas burner (2) a method for operating the gas
cooktop.

Abstract (de)
Ein Gasbrenner (14) für ein Gaskochfeld (11) weist einen Gasbrennerkörper (15) mit Gasaustrittsöffnungen (16) auf. Oberhalb des
Gasbrennerkörpers, vorteilhaft konzentrisch dazu und/oder mit gleicher Form bzw. Größe, ist ein Thermogenerator (25) angeordnet, der von ihm
beheizt wird. Mit seiner Oberseite liegt er an einem kühleren Topfboden (31) an. So erzeugt er elektrische Energie, die zum Betrieb einer Steuerung
des Gaskochfeldes verwendet wird und gespeichert werden kann.
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