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Abstract (en)
[origin: WO2011006824A1] The invention relates to a method for supporting an operator when setting parameters (Pr, T, ZP) of a process of
a household appliance (1). The operator sets the parameters of the process by performing entries at an operator interface (2). The entries are
received by a control device (5). The method comprises the steps of: receiving an entry by the control device (5), by means of which at least one first
parameter (Pr, T, ZP) of the process is set; determining one value each for a variable (EV, WV, K) indicating an associated resource consumption by
the control device (5) for a plurality of potential variants (V) of the process selected based on the entry and each differing from each other in the first
parameter (Pr, T, ZP) and/or in at least one further parameter (Pr, T, ZP); and outputting each value of the variable (EV, WV, K) for the entire plurality
of potential variants (V) by the control device (5), wherein the values are displayed by means of a display device (3) of the household appliance (1).
The invention further relates to a household appliance (1) implemented for performing the method.

IPC 8 full level
A47L 15/00 (2006.01); A47L 15/42 (2006.01); D06F 34/28 (2020.01)

CPC (source: EP US)
A47L 15/0047 (2013.01 - EP US); A47L 15/4293 (2013.01 - EP); D06F 34/28 (2020.02 - EP US); A47L 2301/04 (2013.01 - EP);
A47L 2301/08 (2013.01 - EP); A47L 2501/26 (2013.01 - EP)

Citation (search report)
See references of WO 2011006824A1

Cited by
WO2023143768A1

Designated contracting state (EPC)
AL AT BE BG CH CY CZ DE DK EE ES FI FR GB GR HR HU IE IS IT LI LT LU LV MC MK MT NL NO PL PT RO SE SI SK SM TR

DOCDB simple family (publication)
WO 2011006824 A1 20110120; DE 102009027803 A1 20110324; EP 2453786 A1 20120523; EP 2453786 B1 20130424;
PL 2453786 T3 20130930

DOCDB simple family (application)
EP 2010059798 W 20100708; DE 102009027803 A 20090717; EP 10728724 A 20100708; PL 10728724 T 20100708

https://worldwide.espacenet.com/patent/search?q=pn%3DEP2453786A1?&section=Biblio&called_by=GPI
https://register.epo.org/application?number=EP10728724&lng=en&tab=main
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=A47L0015000000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=A47L0015420000&priorityorder=yes&refresh=page&version=20060101
http://www.wipo.int/ipcpub/?level=a&lang=en&symbol=D06F0034280000&priorityorder=yes&refresh=page&version=20200101
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A47L15/0047
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A47L15/4293
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=D06F34/28
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A47L2301/04
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A47L2301/08
http://worldwide.espacenet.com/classification?locale=en_EP#!/CPC=A47L2501/26

