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Abstract (en)
[origin: WO2011063891A1] A steering column for a motor vehicle with a casing unit (1), in which a steering spindle (2) is mounted rotatably about
the steering-spindle longitudinal axis (3) thereof, and a bracket unit (4) which is fixed or can be fixed to the motor vehicle, wherein the casing unit (1)
is held in or on the bracket unit (4) so as to be displaceable in at least one direction (5, 6) parallel to and/or transversely with respect to the steering-
spindle longitudinal axis (3) and can be locked in differing positions by a locking mechanism, and the locking mechanism has at least one locking
element (7) which is mounted moveably, preferably rotatably, wherein, in at least one locking position of the locking element (7), the casing unit (1)
is locked in the position thereof in or on the bracket unit (4) and, in at least one release position of the locking element (7), the casing unit (1) can be
displaced relative to the bracket unit (4) in at least one of the directions parallel to and/or transversely with respect to the steering-spindle longitudinal
axis (3), wherein the steering column has at least one stop body (8) which is mounted moveably and interacts directly or indirectly with the locking
element (7) and, in the release position of the locking element (7), is arranged in a first position, in which said stop body limits the displaceability of
the casing unit (1) relative to the bracket unit (4) in at least one of the directions (5, 6) parallel to and/or transversally with respect to the steering-
spindle longitudinal axis (3), and, in the locking position of the locking element (7), is arranged in at least one second position, in which said stop
body in not in engagement with the casing unit (1).
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