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Abstract (en)
The electrical contact coupling (100) has a clutch housing (1) that is hinged with a protective flap (4). The protective flap is articulated between open
and closed positions. A seal is provided parallel to the axis of rotation (R) of protective flap. An upper sealing area (3a), a lower sealing area (3b)
and side sealing area (3c) of seal are in contact with an upper sealing surface (5a), a lower sealing surface (5b) and a side sealing surface (5c) of
housing when protective flap is in closed position. An independent claim is included for track-guided vehicle.

Abstract (de)
Die Erfindung betrifft eine Elektrokontaktkupplung (100) für ein spurgeführtes Fahrzeug mit einem Kupplungsgehäuse (1) und einer an dem
Kupplungsgehäuse (1) angelenkten Schutzklappe (4). Um im geschlossenen Zustand der Elektrokontaktkupplung (100) ein zuverlässiges
Abdichten des Kupplungsgehäuses (1) gewährleisten zu können, kommt eine Dichtung (3) zum Einsatz, welche einen parallel zur Drehachse (R)
verlaufenden oberen Dichtungsbereich (3a) und einen parallel zur Drehachse (R) verlaufenden unteren Dichtungsbereich (3b) aufweist. Dem oberen
Dichtungsbereich (3a) ist eine senkrecht zur Gehäusestirnfläche (A) ausgerichtete Dichtfläche (5a) und dem unteren Dichtungsbereich (3b) ist eine
im Wesentlichen parallel zur Gehäusestirnfläche (A) ausgerichtete Dichtfläche (5b) zugeordnet.
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