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Abstract (en)
The tool i.e. hammer drill (1), has a tool retainer (2) retaining a tool i.e. drill bit (4), and a motor (5) e.g. brushless electric motor, comprising a stator.
A drive train has a transmission between the motor and an output shaft (7). The drive train couples the motor with the retainer for transmitting torque.
A system pushbutton (9) is activated by a user such that a motor-actuated control (24) starts turning the motor for duration in a rotational direction
and in another rotational direction opposite to the former direction, where the duration is shorter than 100 milliseconds. An independent claim is also
included for a method for controlling a machine tool.

Abstract (de)
Eine Werkzeugmaschine hat eine Werkzeugaufnahme ( 2 ) zum Aufnehmen eines Werkzeugs ( 4 ), ein Motor ( 5 ) und einen Antriebsstrang ( 7 ,
18 , 19 ), der den Motor ( 5 ) mit der Werkzeugaufnahme ( 2 ) zum Übertragen eines Drehmoments koppelt. Ein Systemtaster ( 9 ) ist mit einer
Motorsteuerung ( 24 ) gekoppelt. Auf eine Betätigung des Systemtasters ( 9 ) durch einen Anwender steuert die Motorsteuerung ( 24 ), den Motor
( 5 ) derart, dass der Motor ( 5 ) sich für eine Dauer in einem ersten Drehsinn und anschließend in einem dem ersten Drehsinn entgegengesetzten
Drehsinn dreht. Die Dauer ist kürzer als 100 ms.
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